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FEATURE PERFORMANCE

Operation

IG Options

Side Lite & Transom Options

Welded/KD Frame

Performance

Accessories

Weight

Frame Width

Impact Capable

PD

Up to 1¼"

Yes

Both

Structural DP50  |  Thermal .22

Group IV

205.205 = 57.3 lbs.  |  205.206 = 61.2 lbs.

5¼"

No

205 Patio Door

With our Solex™ laminate 
solutions, Deceuninck offers faux 
wood laminates and a large 
selection of solid color options. 
Combine interior color preference 
with heat-reflective exterior 
laminate for curb appeal and 
unrivaled quality, color retention, 
and weather resistance.

Available with Innergy® Rigid Thermal 
Reinforcements, the next generation 
of reinforcements designed to slide 
easily into door chambers for great 
support and thermal performance.

Innergy Rigid Thermal Reinforcements 
are advanced fiber glass reinforced 
resin inserts with all the strength and 
structural reinforcement of aluminum, 
but with a whole new set of high-
performance benefits.

An advanced material developed 
through an intensive manufacturing 
process and formulated to 
withstand the harsh effects of 
weather and ultraviolet light.

SunShield® is an environmentally 
minded compound that exceeds all 
required material standards for 
strength and best-in-class 
performance.



205 PATIO DOOR

SIMPLIFIED BY DESIGN. BUILT TO PERFORM.

FPO

The 205 Patio Door was designed around a simple idea: make fabrication easier without compromising 
performance. Developed through direct customer collaboration, the system reduces component count by almost 
50%, simplifies assembly and inventory, and delivers DP50 structural performance in an 8-foot by 8-foot 
configuration. Flexible manufacturing options and a streamlined tower-style design give fabricators a more efficient 
platform built for today’s production demands. It’s not just a new patio door, it’s a smarter way to build one. DESIGNED TO UTILIZE 

INNERGY® RIGID THERMAL 
REINFORCEMENTS AS WELL 
AS OTHER REINFORCEMENTS

INTEGRAL INTERIOR AND EXTERIOR 
ACCESSORY GROOVE SYSTEM FOR 
VARIOUS INSTALLATION APPLICATIONS

MULTIPLE CHAMBERS 
FOR IMPROVED AIR AND 

WATER PERFORMANCE

5¼" FRAME WIDTH 
AVAILABLE WITH OR 
WITHOUT NAIL FIN FOR 
NEW CONSTRUCTION 
AND REMODELING 
MARKETS

WIDE SELECTION OF 
STANDARD INTERIOR 

AND EXTERIOR 
FINISH OPTIONS

FLEXIBLE GLASS 
PACK AGE OPTIONS 

WITH IGU THICKNESS 
UP TO 1¼"

FULLY WELDED OR 
MECHANICAL (KD) FRAME 
ASSEMBLY OPTIONS

LEARN MORE

BUILT- IN ADVANTAGES    ———

▪ ¾" to 1-¼" overall IG capable
▪ 2 sash height options
▪ Tower-based design allows for larger roller 

wheel for ease of operation 
▪ Welded or mechanical (KD) frame 
▪ Minimal SKUs required for 2-panel door 

configuration (i.e., PVC, aluminum, or 
Innergy® lineals) 

▪ Field reversibility 
▪ More glass area than comparable products 
▪ Multiple hardware options 

STANDARD SOLID COLORS    ———

STANDARD LAMINATE COLORS    ———

White Sandstone Clay ECLIPSE

Lt Oak Dark Oak Natl Cherry Cherry Natl MapleWinchester Lt Oak

Choc Brown MetallicMidnight Wicker Bronze

Consult your Deceuninck sales representative for details on colors included in the stocked color and 
laminate offering and related lead times. Lead times for colors may vary based on the color selected.
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CONFIGURATIONS    ———
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